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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)



MRMV4-2A0AAB

X1 X2 X3 X4 X5 X6

X102 X103
X104

BO1

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

BO2

BO3

BO4

BO5

BO6

1

2

3

4

5

6

7

8

V L3
V 31

V X

V L2
V 23

V L1
V 12

OUT1
COM1

OUT2
COM2

SHIELD
HF

AN
AL

O
G

 O
U

T

DO NOT
USE
DO NOT
USE

OUT3
COM3

OUT4
COM4

DO NOT
USE
DO NOT
USE

DO NOT
USE
DO NOT
USE

DO NOT
USE
DO NOT
USE

DO NOT
USE

FIBER-OPTIC
RX

1 2 3 4 5

IR
IG

B+

IR
IG
B−

SC

I L1

I L2

I L3

I G

1A

5A

N

1A

5A

N

1A

5A

N

1A

5A

N

Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X100
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X100 – Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X100 – Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Profibus-DP, Fiber optics interface, ST Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!

1

2

3

4

5

6

7

8

9

10

11

12

!

Power
supply

FE

L−

L+

N.C.

COM1

DI1

COM2

DI2

COM3

COM3

DI3

DI4

DI5

DI6

DI7

DI8

DO NOT
USE

DO NOT
USE

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18
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Fiber connection / LWL

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Profibus-DP, Fiber optics interface, ST Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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connecting diagram
see specification

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Profibus-DP, RS485, D-SUB
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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connecting diagram
see specification

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Profibus-DP, RS485, D-SUB
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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Fiber connection / LWL

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, Fiber optics interface, ST Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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Fiber connection / LWL

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, Fiber optics interface, ST Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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connecting diagram
see specification

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, RS485, D-SUB
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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connecting diagram
see specification

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, RS485, D-SUB
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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Ethernet

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X100 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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Ethernet

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X100 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X100 – Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 60870-5-103 / Modbus RTU / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X100 – Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 60870-5-103 / Modbus RTU / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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Fiber connection / LWL

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Fiber optics interface, LC Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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Fiber connection / LWL

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Fiber optics interface, LC Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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Fiber connection / LWL

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus TCP / DNP3.0 TCP/UDP, Fiber optics interface, LC Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus TCP / DNP3.0 TCP/UDP, Fiber optics interface, LC Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X100 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 60870-5-103 / Modbus RTU / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X100 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 60870-5-103 / Modbus RTU / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)



MRMV4-2A0BAB

X1 X2 X3 X4 X5 X6

X102 X103
X104

BO1

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

BO2

BO3

BO4

BO5

BO6

1

2

3

4

5

6

7

8

V L3
V 31

V X

V L2
V 23

V L1
V 12

OUT1
COM1

OUT2
COM2

SHIELD
HF

AN
AL

O
G

 O
U

T

DO NOT
USE
DO NOT
USE

OUT3
COM3

OUT4
COM4

DO NOT
USE
DO NOT
USE

DO NOT
USE
DO NOT
USE

DO NOT
USE
DO NOT
USE

DO NOT
USE

FIBER-OPTIC
RX

1 2 3 4 5

IR
IG

B+

IR
IG
B−

SC

I L1

I L2

I L3

I G

1A

5A

N

1A

5A

N

1A

5A

N

1A

5A

N

Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X100 – Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X100 – Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Profibus-DP, Fiber optics interface, ST Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Profibus-DP, Fiber optics interface, ST Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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connecting diagram
see specification

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Profibus-DP, RS485, D-SUB
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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connecting diagram
see specification

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Profibus-DP, RS485, D-SUB
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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Fiber connection / LWL

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, Fiber optics interface, ST Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)



MRMV4-2A0BFB

X1 X2 X3 X4 X5 X6

X102 X103
X104

BO1

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

BO2

BO3

BO4

BO5

BO6

1

2

3

4

5

6

7

8

V L3
V 31

V X

V L2
V 23

V L1
V 12

OUT1
COM1

OUT2
COM2

SHIELD
HF

AN
AL

O
G

 O
U

T

DO NOT
USE
DO NOT
USE

OUT3
COM3

OUT4
COM4

DO NOT
USE
DO NOT
USE

DO NOT
USE
DO NOT
USE

DO NOT
USE
DO NOT
USE

DO NOT
USE

FIBER-OPTIC
RX

1 2 3 4 5

IR
IG

B+

IR
IG
B−

SC

I L1

I L2

I L3

I G

1A

5A

N

1A

5A

N

1A

5A

N

1A

5A

N

Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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Fiber connection / LWL

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, Fiber optics interface, ST Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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connecting diagram
see specification

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, RS485, D-SUB
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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connecting diagram
see specification

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, RS485, D-SUB
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X100 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X100 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X100 – Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 60870-5-103 / Modbus RTU / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)



MRMV4-2A0BIB

X1 X2 X3 X4 X5 X6

X102 X103
X104

BO1

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

BO2

BO3

BO4

BO5

BO6

1

2

3

4

5

6

7

8

V L3
V 31

V X

V L2
V 23

V L1
V 12

OUT1
COM1

OUT2
COM2

SHIELD
HF

AN
AL

O
G

 O
U

T

DO NOT
USE
DO NOT
USE

OUT3
COM3

OUT4
COM4

DO NOT
USE
DO NOT
USE

DO NOT
USE
DO NOT
USE

DO NOT
USE
DO NOT
USE

DO NOT
USE

FIBER-OPTIC
RX

1 2 3 4 5

IR
IG

B+

IR
IG
B−

SC

I L1

I L2

I L3

I G

1A

5A

N

1A

5A

N

1A

5A

N

1A

5A

N

Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X100 – Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 60870-5-103 / Modbus RTU / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Fiber optics interface, LC Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Fiber optics interface, LC Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus TCP / DNP3.0 TCP/UDP, Fiber optics interface, LC Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus TCP / DNP3.0 TCP/UDP, Fiber optics interface, LC Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X100 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 60870-5-103 / Modbus RTU / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X100 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 60870-5-103 / Modbus RTU / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X100 – Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X100 – Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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RxD TxD
Fiber connection / LWL

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Profibus-DP, Fiber optics interface, ST Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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Fiber connection / LWL

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Profibus-DP, Fiber optics interface, ST Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)



MRMV4-2A0HEA

X1 X2 X3 X4 X5 X6

X102 X103
X104

BO1

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

BO2

BO3

BO4

BO5

BO6

1

2

3

4

5

6

7

8

V L3
V 31

V X

V L2
V 23

V L1
V 12

OUT1
COM1

OUT2
COM2

SHIELD
HF

AN
AL

O
G

 O
U

T

DO NOT
USE
DO NOT
USE

OUT3
COM3

OUT4
COM4

DO NOT
USE
DO NOT
USE

DO NOT
USE
DO NOT
USE

DO NOT
USE
DO NOT
USE

DO NOT
USE

FIBER-OPTIC
RX

1 2 3 4 5

IR
IG

B+

IR
IG
B−

SC

I L1

I L2

I L3

I G

1A

5A

N

1A

5A

N

1A

5A

N

1A

5A

N

Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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connecting diagram
see specification

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Profibus-DP, RS485, D-SUB
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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connecting diagram
see specification

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Profibus-DP, RS485, D-SUB
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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Fiber connection / LWL

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, Fiber optics interface, ST Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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Fiber connection / LWL

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, Fiber optics interface, ST Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)



MRMV4-2A0HGA

X1 X2 X3 X4 X5 X6

X102 X103
X104

BO1

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

BO2

BO3

BO4

BO5

BO6

1

2

3

4

5

6

7

8

V L3
V 31

V X

V L2
V 23

V L1
V 12

OUT1
COM1

OUT2
COM2

SHIELD
HF

AN
AL

O
G

 O
U

T

DO NOT
USE
DO NOT
USE

OUT3
COM3

OUT4
COM4

DO NOT
USE
DO NOT
USE

DO NOT
USE
DO NOT
USE

DO NOT
USE
DO NOT
USE

DO NOT
USE

FIBER-OPTIC
RX

1 2 3 4 5

IR
IG

B+

IR
IG
B−

SC

I L1

I L2

I L3

I G

1A

5A

N

1A

5A

N

1A

5A

N

1A

5A

N

Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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connecting diagram
see specification

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, RS485, D-SUB
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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connecting diagram
see specification

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, RS485, D-SUB
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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Ethernet

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X100 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X100 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X100 – Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 60870-5-103 / Modbus RTU / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X100 – Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 60870-5-103 / Modbus RTU / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!

1

2

3

4

5

6

7

8

9

10

11

12

!

Power
supply

FE

L−

L+

N.C.

COM1

DI1

COM2

DI2

COM3

COM3

DI3

DI4

DI5

DI6

DI7

DI8

DO NOT
USE

DO NOT
USE

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

RxD TxD
Fiber connection / LWL

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Fiber optics interface, LC Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Fiber optics interface, LC Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!

1

2

3

4

5

6

7

8

9

10

11

12

!

Power
supply

FE

L−

L+

N.C.

COM1

DI1

COM2

DI2

COM3

COM3

DI3

DI4

DI5

DI6

DI7

DI8

DO NOT
USE

DO NOT
USE

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

RxD TxD
Fiber connection / LWL

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus TCP / DNP3.0 TCP/UDP, Fiber optics interface, LC Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus TCP / DNP3.0 TCP/UDP, Fiber optics interface, LC Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X100 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 60870-5-103 / Modbus RTU / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X100 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 60870-5-103 / Modbus RTU / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X100 – Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X100 – Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Profibus-DP, Fiber optics interface, ST Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Profibus-DP, Fiber optics interface, ST Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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connecting diagram
see specification

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Profibus-DP, RS485, D-SUB
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)



MRMV4-2A1AEB

X1 X2 X3 X4 X5 X6

X102 X103
X104

BO1

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

BO2

BO3

BO4

BO5

BO6

1

2

3

4

5

6

7

8

V L3
V 31

V X

V L2
V 23

V L1
V 12

OUT1
COM1

OUT2
COM2

SHIELD
HF

AN
AL

O
G

 O
U

T

DO NOT
USE
DO NOT
USE

OUT3
COM3

OUT4
COM4

DO NOT
USE
DO NOT
USE

DO NOT
USE
DO NOT
USE

DO NOT
USE
DO NOT
USE

DO NOT
USE

FIBER-OPTIC
RX

1 2 3 4 5

IR
IG

B+

IR
IG
B−

SC

I L1

I L2

I L3

I G *

1A

5A

N

1A

5A

N

1A

5A

N

1A

5A

N

Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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connecting diagram
see specification

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Profibus-DP, RS485, D-SUB
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, Fiber optics interface, ST Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, Fiber optics interface, ST Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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connecting diagram
see specification

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, RS485, D-SUB
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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connecting diagram
see specification

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, RS485, D-SUB
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!

Caution
Sensitive
Current Inputs

*

1

2

3

4

5

6

7

8

9

10

11

12

!

!

Power
supply

FE

L−

L+

N.C.

COM1

DI1

COM2

DI2

COM3

COM3

DI3

DI4

DI5

DI6

DI7

DI8

DO NOT
USE

DO NOT
USE

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

X100
RJ45

Ethernet

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X100 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X100 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X100 – Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 60870-5-103 / Modbus RTU / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X100 – Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 60870-5-103 / Modbus RTU / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Fiber optics interface, LC Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!

Caution
Sensitive
Current Inputs

*

1

2

3

4

5

6

7

8

9

10

11

12

!

!

Power
supply

FE

L−

L+

N.C.

COM1

DI1

COM2

DI2

COM3

COM3

DI3

DI4

DI5

DI6

DI7

DI8

DO NOT
USE

DO NOT
USE

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

RxD TxD
Fiber connection / LWL

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Fiber optics interface, LC Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus TCP / DNP3.0 TCP/UDP, Fiber optics interface, LC Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus TCP / DNP3.0 TCP/UDP, Fiber optics interface, LC Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X100 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 60870-5-103 / Modbus RTU / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X100 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 60870-5-103 / Modbus RTU / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X100 – Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X100 – Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Profibus-DP, Fiber optics interface, ST Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)



MRMV4-2A1BDB

X1 X2 X3 X4 X5 X6

X102 X103
X104

BO1

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

BO2

BO3

BO4

BO5

BO6

1

2

3

4

5

6

7

8

V L3
V 31

V X

V L2
V 23

V L1
V 12

OUT1
COM1

OUT2
COM2

SHIELD
HF

AN
AL

O
G

 O
U

T

DO NOT
USE
DO NOT
USE

OUT3
COM3

OUT4
COM4

DO NOT
USE
DO NOT
USE

DO NOT
USE
DO NOT
USE

DO NOT
USE
DO NOT
USE

DO NOT
USE

FIBER-OPTIC
RX

1 2 3 4 5

IR
IG

B+

IR
IG
B−

SC

I L1

I L2

I L3

I G *

1A

5A

N

1A

5A

N

1A

5A

N

1A

5A

N

Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Profibus-DP, Fiber optics interface, ST Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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connecting diagram
see specification

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Profibus-DP, RS485, D-SUB
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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connecting diagram
see specification

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Profibus-DP, RS485, D-SUB
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, Fiber optics interface, ST Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, Fiber optics interface, ST Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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connecting diagram
see specification

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, RS485, D-SUB
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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connecting diagram
see specification

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, RS485, D-SUB
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X100 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X100 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X100 – Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 60870-5-103 / Modbus RTU / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X100 – Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 60870-5-103 / Modbus RTU / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Fiber optics interface, LC Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)



MRMV4-2A1BKB

X1 X2 X3 X4 X5 X6

X102 X103
X104

BO1

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

BO2

BO3

BO4

BO5

BO6

1

2

3

4

5

6

7

8

V L3
V 31

V X

V L2
V 23

V L1
V 12

OUT1
COM1

OUT2
COM2

SHIELD
HF

AN
AL

O
G

 O
U

T

DO NOT
USE
DO NOT
USE

OUT3
COM3

OUT4
COM4

DO NOT
USE
DO NOT
USE

DO NOT
USE
DO NOT
USE

DO NOT
USE
DO NOT
USE

DO NOT
USE

FIBER-OPTIC
RX

1 2 3 4 5

IR
IG

B+

IR
IG
B−

SC

I L1

I L2

I L3

I G *

1A

5A

N

1A

5A

N

1A

5A

N

1A

5A

N

Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Fiber optics interface, LC Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus TCP / DNP3.0 TCP/UDP, Fiber optics interface, LC Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus TCP / DNP3.0 TCP/UDP, Fiber optics interface, LC Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X100 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 60870-5-103 / Modbus RTU / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X100 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 60870-5-103 / Modbus RTU / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)



MRMV4-2A1HAA

X1 X2 X3 X4 X5 X6

X102 X103
X104

BO1

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

BO2

BO3

BO4

BO5

BO6

1

2

3

4

5

6

7

8

V L3
V 31

V X

V L2
V 23

V L1
V 12

OUT1
COM1

OUT2
COM2

SHIELD
HF

AN
AL

O
G

 O
U

T

DO NOT
USE
DO NOT
USE

OUT3
COM3

OUT4
COM4

DO NOT
USE
DO NOT
USE

DO NOT
USE
DO NOT
USE

DO NOT
USE
DO NOT
USE

DO NOT
USE

FIBER-OPTIC
RX

1 2 3 4 5

IR
IG

B+

IR
IG
B−

SC

I L1

I L2

I L3

I G *

1A

5A

N

1A

5A

N

1A

5A

N

1A

5A

N

Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X100 – Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X100 – Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Profibus-DP, Fiber optics interface, ST Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Profibus-DP, Fiber optics interface, ST Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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connecting diagram
see specification

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Profibus-DP, RS485, D-SUB
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!

Caution
Sensitive
Current Inputs

*

1

2

3

4

5

6

7

8

9

10

11

12

!

!

Power
supply

FE

L−

L+

N.C.

COM1

DI1

COM2

DI2

COM3

COM3

DI3

DI4

DI5

DI6

DI7

DI8

DO NOT
USE

DO NOT
USE

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

connecting diagram
see specification

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Profibus-DP, RS485, D-SUB
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, Fiber optics interface, ST Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, Fiber optics interface, ST Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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connecting diagram
see specification

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, RS485, D-SUB
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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connecting diagram
see specification

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, RS485, D-SUB
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X100 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X100 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X100 – Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 60870-5-103 / Modbus RTU / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X100 – Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 60870-5-103 / Modbus RTU / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Fiber optics interface, LC Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Fiber optics interface, LC Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus TCP / DNP3.0 TCP/UDP, Fiber optics interface, LC Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus TCP / DNP3.0 TCP/UDP, Fiber optics interface, LC Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X100 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 60870-5-103 / Modbus RTU / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X100 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 60870-5-103 / Modbus RTU / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)



MRMV4-2C0ABA

X1 X2 X3 X4 X5 X6

X102 X103
X104

BO1

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

BO2

BO3

BO4

BO5

BO6

1

2

3

4

5

6

7

8

V L3
V 31

V X

V L2
V 23

V L1
V 12

OUT1
COM1

OUT2
COM2

SHIELD
HF

AN
AL

O
G

 O
U

T

DO NOT
USE
DO NOT
USE

OUT3
COM3

OUT4
COM4

DO NOT
USE
DO NOT
USE

DO NOT
USE
DO NOT
USE

DO NOT
USE
DO NOT
USE

DO NOT
USE

BO1

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

BO2

BO3

BO4

BO5

BO6

FIBER-OPTIC
RX

1 2 3 4 5

IR
IG

B+

IR
IG
B−

SC

I L1

I L2

I L3

I G

1A

5A

N

1A

5A

N

1A

5A

N

1A

5A

N

Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X100 – Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X100 – Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Profibus-DP, Fiber optics interface, ST Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Profibus-DP, Fiber optics interface, ST Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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connecting diagram
see specification

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Profibus-DP, RS485, D-SUB
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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connecting diagram
see specification

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Profibus-DP, RS485, D-SUB
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, Fiber optics interface, ST Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, Fiber optics interface, ST Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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connecting diagram
see specification

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, RS485, D-SUB
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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connecting diagram
see specification

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, RS485, D-SUB
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X100 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X100 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X100 – Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 60870-5-103 / Modbus RTU / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X100 – Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 60870-5-103 / Modbus RTU / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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RxD TxD
Fiber connection / LWL

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Fiber optics interface, LC Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Fiber optics interface, LC Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus TCP / DNP3.0 TCP/UDP, Fiber optics interface, LC Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus TCP / DNP3.0 TCP/UDP, Fiber optics interface, LC Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X100 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 60870-5-103 / Modbus RTU / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X100 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 60870-5-103 / Modbus RTU / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X100 – Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X100 – Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Profibus-DP, Fiber optics interface, ST Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Profibus-DP, Fiber optics interface, ST Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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connecting diagram
see specification

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Profibus-DP, RS485, D-SUB
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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connecting diagram
see specification

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Profibus-DP, RS485, D-SUB
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, Fiber optics interface, ST Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, Fiber optics interface, ST Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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connecting diagram
see specification

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, RS485, D-SUB
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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connecting diagram
see specification

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, RS485, D-SUB
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X100 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X100 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X100 – Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 60870-5-103 / Modbus RTU / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X100 – Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 60870-5-103 / Modbus RTU / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Fiber optics interface, LC Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Fiber optics interface, LC Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus TCP / DNP3.0 TCP/UDP, Fiber optics interface, LC Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus TCP / DNP3.0 TCP/UDP, Fiber optics interface, LC Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X100 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 60870-5-103 / Modbus RTU / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X100 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 60870-5-103 / Modbus RTU / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!

1

2

3

4

5

6

7

8

9

10

11

12

!

Power
supply

FE

L−

L+

N.C.

COM1

DI1

COM2

DI2

COM3

COM3

DI3

DI4

DI5

DI6

DI7

DI8

DO NOT
USE

DO NOT
USE

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)



MRMV4-2C0HAB

X1 X2 X3 X4 X5 X6

X102 X103
X104

BO1

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

BO2

BO3

BO4

BO5

BO6

1

2

3

4

5

6

7

8

V L3
V 31

V X

V L2
V 23

V L1
V 12

OUT1
COM1

OUT2
COM2

SHIELD
HF

AN
AL

O
G

 O
U

T

DO NOT
USE
DO NOT
USE

OUT3
COM3

OUT4
COM4

DO NOT
USE
DO NOT
USE

DO NOT
USE
DO NOT
USE

DO NOT
USE
DO NOT
USE

DO NOT
USE

BO1

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

BO2

BO3

BO4

BO5

BO6

FIBER-OPTIC
RX

1 2 3 4 5

IR
IG

B+

IR
IG
B−

SC

I L1

I L2

I L3

I G

1A

5A

N

1A

5A

N

1A

5A

N

1A

5A

N

Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X100 – Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X100 – Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Profibus-DP, Fiber optics interface, ST Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Profibus-DP, Fiber optics interface, ST Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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connecting diagram
see specification

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Profibus-DP, RS485, D-SUB
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)



MRMV4-2C0HEB

X1 X2 X3 X4 X5 X6

X102 X103
X104

BO1

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

BO2

BO3

BO4

BO5

BO6

1

2

3

4

5

6

7

8

V L3
V 31

V X

V L2
V 23

V L1
V 12

OUT1
COM1

OUT2
COM2

SHIELD
HF

AN
AL

O
G

 O
U

T

DO NOT
USE
DO NOT
USE

OUT3
COM3

OUT4
COM4

DO NOT
USE
DO NOT
USE

DO NOT
USE
DO NOT
USE

DO NOT
USE
DO NOT
USE

DO NOT
USE

BO1

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

BO2

BO3

BO4

BO5

BO6

FIBER-OPTIC
RX

1 2 3 4 5

IR
IG

B+

IR
IG
B−

SC

I L1

I L2

I L3

I G

1A

5A

N

1A

5A

N

1A

5A

N

1A

5A

N

Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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connecting diagram
see specification

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Profibus-DP, RS485, D-SUB
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, Fiber optics interface, ST Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)



MRMV4-2C0HFB

X1 X2 X3 X4 X5 X6

X102 X103
X104

BO1

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

BO2

BO3

BO4

BO5

BO6

1

2

3

4

5

6

7

8

V L3
V 31

V X

V L2
V 23

V L1
V 12

OUT1
COM1

OUT2
COM2

SHIELD
HF

AN
AL

O
G

 O
U

T

DO NOT
USE
DO NOT
USE

OUT3
COM3

OUT4
COM4

DO NOT
USE
DO NOT
USE

DO NOT
USE
DO NOT
USE

DO NOT
USE
DO NOT
USE

DO NOT
USE

BO1

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

BO2

BO3

BO4

BO5

BO6

FIBER-OPTIC
RX

1 2 3 4 5

IR
IG

B+

IR
IG
B−

SC

I L1

I L2

I L3

I G

1A

5A

N

1A

5A

N

1A

5A

N

1A

5A

N

Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, Fiber optics interface, ST Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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connecting diagram
see specification

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, RS485, D-SUB
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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connecting diagram
see specification

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, RS485, D-SUB
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!

1

2

3

4

5

6

7

8

9

10

11

12

!

Power
supply

FE

L−

L+

N.C.

COM1

DI1

COM2

DI2

COM3

COM3

DI3

DI4

DI5

DI6

DI7

DI8

DO NOT
USE

DO NOT
USE

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

X100
RJ45

Ethernet

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X100 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X100 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X100 – Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 60870-5-103 / Modbus RTU / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X100 – Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 60870-5-103 / Modbus RTU / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Fiber optics interface, LC Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Fiber optics interface, LC Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus TCP / DNP3.0 TCP/UDP, Fiber optics interface, LC Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!

1

2

3

4

5

6

7

8

9

10

11

12

!

Power
supply

FE

L−

L+

N.C.

COM1

DI1

COM2

DI2

COM3

COM3

DI3

DI4

DI5

DI6

DI7

DI8

DO NOT
USE

DO NOT
USE

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

RxD TxD
Fiber connection / LWL

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus TCP / DNP3.0 TCP/UDP, Fiber optics interface, LC Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X100 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 60870-5-103 / Modbus RTU / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TI-4: Standard current measuring card
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X100 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 60870-5-103 / Modbus RTU / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X100 – Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X100 – Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)



MRMV4-2C1ADA

X1 X2 X3 X4 X5 X6

X102 X103
X104

BO1

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

BO2

BO3

BO4

BO5

BO6

1

2

3

4

5

6

7

8

V L3
V 31

V X

V L2
V 23

V L1
V 12

OUT1
COM1

OUT2
COM2

SHIELD
HF

AN
AL

O
G

 O
U

T

DO NOT
USE
DO NOT
USE

OUT3
COM3

OUT4
COM4

DO NOT
USE
DO NOT
USE

DO NOT
USE
DO NOT
USE

DO NOT
USE
DO NOT
USE

DO NOT
USE

BO1

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

BO2

BO3

BO4

BO5

BO6

FIBER-OPTIC
RX

1 2 3 4 5

IR
IG

B+

IR
IG
B−

SC

I L1

I L2

I L3

I G *

1A

5A

N

1A

5A

N

1A

5A

N

1A

5A

N

Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Profibus-DP, Fiber optics interface, ST Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Profibus-DP, Fiber optics interface, ST Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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connecting diagram
see specification

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Profibus-DP, RS485, D-SUB
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!

Caution
Sensitive
Current Inputs

*

1

2

3

4

5

6

7

8

9

10

11

12

!

!

Power
supply

FE

L−

L+

N.C.

COM1

DI1

COM2

DI2

COM3

COM3

DI3

DI4

DI5

DI6

DI7

DI8

DO NOT
USE

DO NOT
USE

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

connecting diagram
see specification

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Profibus-DP, RS485, D-SUB
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, Fiber optics interface, ST Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, Fiber optics interface, ST Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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connecting diagram
see specification

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, RS485, D-SUB
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!

Caution
Sensitive
Current Inputs

*

1

2

3

4

5

6

7

8

9

10

11

12

!

!

Power
supply

FE

L−

L+

N.C.

COM1

DI1

COM2

DI2

COM3

COM3

DI3

DI4

DI5

DI6

DI7

DI8

DO NOT
USE

DO NOT
USE

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

connecting diagram
see specification

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, RS485, D-SUB
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X100 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X100 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)



MRMV4-2C1AIA

X1 X2 X3 X4 X5 X6

X102 X103
X104

BO1

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

BO2

BO3

BO4

BO5

BO6

1

2

3

4

5

6

7

8

V L3
V 31

V X

V L2
V 23

V L1
V 12

OUT1
COM1

OUT2
COM2

SHIELD
HF

AN
AL

O
G

 O
U

T

DO NOT
USE
DO NOT
USE

OUT3
COM3

OUT4
COM4

DO NOT
USE
DO NOT
USE

DO NOT
USE
DO NOT
USE

DO NOT
USE
DO NOT
USE

DO NOT
USE

BO1

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

BO2

BO3

BO4

BO5

BO6

FIBER-OPTIC
RX

1 2 3 4 5

IR
IG

B+

IR
IG
B−

SC

I L1

I L2

I L3

I G *

1A

5A

N

1A

5A

N

1A

5A

N

1A

5A

N

Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X100 – Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 60870-5-103 / Modbus RTU / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X100 – Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 60870-5-103 / Modbus RTU / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Fiber optics interface, LC Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Fiber optics interface, LC Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus TCP / DNP3.0 TCP/UDP, Fiber optics interface, LC Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus TCP / DNP3.0 TCP/UDP, Fiber optics interface, LC Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X100 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 60870-5-103 / Modbus RTU / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X100 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 60870-5-103 / Modbus RTU / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X100 – Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X100 – Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Profibus-DP, Fiber optics interface, ST Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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Fiber connection / LWL

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Profibus-DP, Fiber optics interface, ST Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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connecting diagram
see specification

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Profibus-DP, RS485, D-SUB
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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connecting diagram
see specification

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Profibus-DP, RS485, D-SUB
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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Fiber connection / LWL

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, Fiber optics interface, ST Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, Fiber optics interface, ST Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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connecting diagram
see specification

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, RS485, D-SUB
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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connecting diagram
see specification

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, RS485, D-SUB
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X100
RJ45

Ethernet

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X100 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X100 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X100 – Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 60870-5-103 / Modbus RTU / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X100 – Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 60870-5-103 / Modbus RTU / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Fiber optics interface, LC Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Fiber optics interface, LC Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus TCP / DNP3.0 TCP/UDP, Fiber optics interface, LC Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus TCP / DNP3.0 TCP/UDP, Fiber optics interface, LC Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X100 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 60870-5-103 / Modbus RTU / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X100 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 60870-5-103 / Modbus RTU / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!

Caution
Sensitive
Current Inputs

*

1

2

3

4

5

6

7

8

9

10

11

12

!

!

Power
supply

FE

L−

L+

N.C.

COM1

DI1

COM2

DI2

COM3

COM3

DI3

DI4

DI5

DI6

DI7

DI8

DO NOT
USE

DO NOT
USE

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!

Caution
Sensitive
Current Inputs

*

1

2

3

4

5

6

7

8

9

10

11

12

!

!

Power
supply

FE

L−

L+

N.C.

COM1

DI1

COM2

DI2

COM3

COM3

DI3

DI4

DI5

DI6

DI7

DI8

DO NOT
USE

DO NOT
USE

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

1 2 3 4 5 6

+5V GND HF
SHIELD

120Ω56
0Ω

56
0Ω

P N

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X100 – Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X100 – Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Profibus-DP, Fiber optics interface, ST Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Profibus-DP, Fiber optics interface, ST Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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connecting diagram
see specification

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Profibus-DP, RS485, D-SUB
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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connecting diagram
see specification

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Profibus-DP, RS485, D-SUB
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, Fiber optics interface, ST Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)



MRMV4-2C1HFB

X1 X2 X3 X4 X5 X6

X102 X103
X104

BO1

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

BO2

BO3

BO4

BO5

BO6

1

2

3

4

5

6

7

8

V L3
V 31

V X

V L2
V 23

V L1
V 12

OUT1
COM1

OUT2
COM2

SHIELD
HF

AN
AL

O
G

 O
U

T

DO NOT
USE
DO NOT
USE

OUT3
COM3

OUT4
COM4

DO NOT
USE
DO NOT
USE

DO NOT
USE
DO NOT
USE

DO NOT
USE
DO NOT
USE

DO NOT
USE

BO1

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

BO2

BO3

BO4

BO5

BO6

FIBER-OPTIC
RX

1 2 3 4 5

IR
IG

B+

IR
IG
B−

SC

I L1

I L2

I L3

I G *

1A

5A

N

1A

5A

N

1A

5A

N

1A

5A

N

Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, Fiber optics interface, ST Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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connecting diagram
see specification

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, RS485, D-SUB
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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connecting diagram
see specification

X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus RTU / IEC 60870-5-103 / DNP3.0 RTU, RS485, D-SUB
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)



MRMV4-2C1HHA

X1 X2 X3 X4 X5 X6

X102 X103
X104

BO1

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

BO2

BO3

BO4

BO5

BO6

1

2

3

4

5

6

7

8

V L3
V 31

V X

V L2
V 23

V L1
V 12

OUT1
COM1

OUT2
COM2

SHIELD
HF

AN
AL

O
G

 O
U

T

DO NOT
USE
DO NOT
USE

OUT3
COM3

OUT4
COM4

DO NOT
USE
DO NOT
USE

DO NOT
USE
DO NOT
USE

DO NOT
USE
DO NOT
USE

DO NOT
USE

BO1

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

BO2

BO3

BO4

BO5

BO6

FIBER-OPTIC
RX

1 2 3 4 5

IR
IG

B+

IR
IG
B−

SC

I L1

I L2

I L3

I G *

1A

5A

N

1A

5A

N

1A

5A

N

1A

5A

N

Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X100 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X100 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X100 – Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 60870-5-103 / Modbus RTU / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X100 – Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 60870-5-103 / Modbus RTU / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)



MRMV4-2C1HKA

X1 X2 X3 X4 X5 X6

X102 X103
X104

BO1

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

BO2

BO3

BO4

BO5

BO6

1

2

3

4

5

6

7

8

V L3
V 31

V X

V L2
V 23

V L1
V 12

OUT1
COM1

OUT2
COM2

SHIELD
HF

AN
AL

O
G

 O
U

T

DO NOT
USE
DO NOT
USE

OUT3
COM3

OUT4
COM4

DO NOT
USE
DO NOT
USE

DO NOT
USE
DO NOT
USE

DO NOT
USE
DO NOT
USE

DO NOT
USE

BO1

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

BO2

BO3

BO4

BO5

BO6

FIBER-OPTIC
RX

1 2 3 4 5

IR
IG

B+

IR
IG
B−

SC

I L1

I L2

I L3

I G *

1A

5A

N

1A

5A

N

1A

5A

N

1A

5A

N

Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Fiber optics interface, LC Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Fiber optics interface, LC Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus TCP / DNP3.0 TCP/UDP, Fiber optics interface, LC Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – Modbus TCP / DNP3.0 TCP/UDP, Fiber optics interface, LC Connector
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X100 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 60870-5-103 / Modbus RTU / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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Only for use with
external galvanic
decoupled CT’s.
See chapter 
Current Transformers
of the manual!
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X1 – DI8-X1: Wide-range power supply unit, incl. 2 non-grouped digital inputs and 6 grouped digital inputs
X2 – OR-6: Assembly Group with 6 Relay Outputs
X3 – TIs-4: Standard phase current measuring card and sensitive ground current measuring
X4 – TU: Card with 4 voltage transformer measuring inputs
X5 – AN-04: Analog Outputs
X6 – OR-6: Assembly Group with 6 Relay Outputs
X100 – IEC 61850 / Modbus TCP / DNP3.0 TCP/UDP, Ethernet interface, 100 Mbit/s, RJ45 (BASE100-FX)
X102 – Universal Resistance-Temperature Detector (URTD) input, Fiber optics interface, Versatile Link
X103 – IEC 60870-5-103 / Modbus RTU / DNP3.0 RTU, RS485, Terminals
X104 – IRIG-B00X, incl. System Contact (Supervision Contact)
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